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CONSTRUCT 4" PCC SIDEWALK

INSTALL/ CONSTRUCT TRUNCATED DOME
PANEL.

CONSTRUCT MOW STRIP.  SEE DETAIL ON
THIS SHEET.

CONSTRUCT PCC SIDEWALK RAMP.

CONSTRUCT STAIRCASE.  SEE DETAIL ON
THIS SHEET.

CONSTRUCT INTEGRAL CURB.

CONSTRUCT DROP CURB, SEE DETAIL THIS
SHEET.

PROPOSED PERGOLA FOOTINGS SEE
ARCHITECTS SHEETS FOR DETAIL.

EXISTING VAULT TO REMAIN AND SHALL BE
PROTECTED DURING CONSTRUCTION.

EXISTING CURB TO REMAIN.

PROPOSED HAND RAIL. SEE ARCHITECTS
PLAN FOR DETAIL.

Diggers Hotline Of
Nebraska

Statewide (800) 331-5666
Metro Omaha 344-3565

Call Before You Dig... Its The Law

CONCRETE MOW STRIP DETAIL
NOT TO SCALE

1

PAVING KEYED NOTES

2

3

PAUL J.
GONZALES

E-10420

LEGEND
CONSTRUCT 4" PCC SIDEWALK WITH
STAMPED FINISH.  SEE ARCHITECTURAL
PLAN FOR DETAILS

2

MATCHEX

MATCHEX

GENERAL SITE CONSTRUCTION NOTES
1. REFER TO SPECIFICATION SECTION 320523, CEMENT AND CONCRETE FOR

EXTERIOR IMPROVEMENTS FOR SITE WORK IDENTIFIED IN THIS PLAN SET.

2. THE PORTLAND CEMENT CONCRETE FOR THE MIX DESIGN SHALL BE
EXTERIOR IMPROVEMENTS AIR-ENTRAINED. TYPE IP CEMENT IS NOT
PERMITTED FOR USE.

3. CONCRETE SHALL HAVE A MINIMUM COMPRESSIVE STREGNTH OF 4000 PSI
AT 28 DAYS

4. THE PROPOSED GRADES SHOWN IN THE PAVED AREA REFER TO FINISHED
TOP-OF-PAVEMENT SLAB  GRADE, UNLESS OTHERWISE INDICATED.
TOP-OF-CURB, WHERE SPECIFIED, SHOWN AS TC = 00.00.

5. THE CONTRACTOR SHALL BE CHARGED FOR REPLACING CONSTRUCTION
STAKES AND LOT PINS WHICH  ARE DESTROYED BY HIS OPERATIONS.

6. UTILITIES ARE SHOWN AS A CONVENIENCE FOR THE CONTRACTOR. THE
LOCATIONS OF ALL AERIAL AND  UNDERGROUND UTILITY FACILITIES MAY
NOT BE INDICATED IN THESE PLANS. UNDERGROUND UTILITIES,  WHETHER
INDICATED OR NOT, WILL BE LOCATED AND FLAGGED BY THE UTILITY
COMPANIES AT THE  CONTRACTOR'S REQUEST. NO EXCAVATION WILL BE
PERMITTED IN THE AREA OF THE UNDERGROUND  UTILITIES UNTIL ALL
FACILITIES HAVE BEEN LOCATED AND IDENTIFIED TO THE SATISFACTION OF
ALL PARTIES  AND THEN ONLY WITH EXTREME CARE TO AVOID ANY
POSSIBILITY OF DAMAGES TO THE FACILITIES.

7. NON-COLORED CONCRETE PAVEMENT SHALL BE CURED USING A WHITE
PIGMENTED LIQUID MEMBRANE-FORMING  CURING COMPOUND THAT HAS
BEEN APPROVED BY THE STATE OF NEBRASKA DEPARTMENT OF  ROADS.
THE MINIMUM RATE OF APPLICATION SHALL BE 200 SQ. FT. PER GAL. IF A
MECHANICAL-POWERED SPRAYER IS USED AND 100 SQ. FT. PER GAL. IF A
HAND POWERED SPRAYER  IS USED.

8. WATER REDUCING ADMIXTURES SHALL BE ADDED TO ALL HAND-PLACED
AND FINISHED CONCRETE.

9. A DIAMOND EDGE SAW BLADE SHALL BE USED FOR CUTTING ALL REQUIRED
CONTRACTION AND  LONGITUDINAL PAVEMENT JOINTS. ALL SAW CUTS
REQUIRED SHALL BE SUBSIDIARY TO ITEMS FOR  WHICH DIRECT PAYMENT
IS MADE.

10. SUBGRADE PREPARATION SHALL EXTEND A MINIMUM OF ONE FOOT
LATERALLY BEYOND EDGE OF SIDEWALK.

11. SUBGRADE  TO BE COMPACTED TO A MINIMUM OF 95% OF MAXIMUM DRY
DENSITY AT A MOISTURE CONTENT BETWEEN -3 OPTIMUM AND +4 PERCENT
OF OPTIMUM AS PER ASTM  D 698 STANDARD PROCTOR.

12. JOINTS SHALL BE PERPENDICULAR TO EDGES AND RADI,  AND SHALL NO
FOR ANGLES LESS THAN 45 DEGREES OR OVER 225 DEGREES.

13. ISOLATION JOINTS SHALL BE PROVIDED AROUND ANY STRUCTURE.

0.5' FINISHED GRADE

ROUND ALL EXPOSED EDGES OF
CONCRETE WITH 1/4" ROUND EDGING TOOL.

5" MI
N

FINISHED GRADE

PCC MOW STRIP, MIN. OF 4000 PSI
COMPRESSIVE STRENGTH @ 28 DAYS

50mm x 50mm WELDED WIRE MESH
2.5mm x 2.5mm WIRE

NOTES:
1. SUBGRADE SHALL BE DRY AND WELL-TAMPED
2. CONCRETE MOW STRIP SHALL BE FORMED WITH NO LESS

THAN 2"X6" (NOM,) LUMBER.  STEEL FORMS MAY BE USED.
3. CONCRETE SURFACE SHALL BE TROWELED SMOOTH AND

ALL EXPOSED EDGES BE GIVEN A 2" WIDER BORDER WITH A
ROUNDED EDGING TOOL.

4. EXPANSION JOINTS SHALL BE PLACED AT 20' INTERVALS

SEE PLANS

EXTERIOR STAIRS ON GRADE
SCALE: 1" = 1' - 0"
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Engineering Answers

330 NORTH 117TH STREET   OMAHA, NE  68154
PHONE: (402) 895-4700    FAX: (402) 895-3599

E & A CONSULTING GROUP, INC.
ENGINEERING  PLANNING  ENVIRONMENTAL COMPLIANCE  FIELD SERVICES

www.eacg.com

SHOWN FOR INFORMATION ONLY

HANDRAILS EACH SIDE OF
STAIRS TO BE SPECIFIED BY

ARCHITECT
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4" PCC SIDEWALK

6" SUBGRADE PREPARATION
(SEE NOTE 12 OF GENERAL SITE

CONSTRUCTION NOTES)

TYPICAL SIDEWALK SECTION  DETAILS
 NOT TO SCALE
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DROP CURB
NOT TO SCALE
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